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a b s t r a c t
In this study a procedure for range veriﬁcation in proton therapy by means of a planar in-beam PET
system is presented. The procedure consists of two steps: the measurement of the βþ-activity induced in
the irradiated body by the proton beam and the comparison of these distributions with simulations. The
experimental data taking was performed at the CNAO center in Pavia, Italy, irradiating plastic phantoms.
For two different cases we demonstrate how a real-time feedback of the delivered treatment plan can be
obtained with in-beam PET imaging.
& 2015 CERN for the beneﬁt of the Authors. Published by Elsevier B.V. This is an open access article under
the CC BY license (http://creativecommons.org/licenses/by/4.0/).
1. Introduction
In the last decades the clinical usage of particle beams as a
radiotherapy modality for the treatment of solid tumors has risen
considerably [1,2]. Particle beams can deliver conformal dose
distributions minimizing damage to healthy tissues thanks to their
deposited energy proﬁles characterized by the Bragg-peak. The
location of the Bragg peak can be affected by different sources of
range uncertainties [3] and can be different from the planned
position [4]. This is particularly relevant for hypo-fractional dose
schemes, i.e., treatments where the total dose is divided into a
limited number of sessions. Such treatments are currently per-
formed in standard radiotherapy [5,6] and its usage is still under
discussion for particle therapy. The importance of treatment
monitoring procedures in particle therapy is generally recognized
[3]. Several techniques have been proposed to monitor the treat-
ment delivered, based on different physical processes that occur in
the irradiated media, like prompt-gammas [7–9], charged particles
[10], βþ-emitters [11–13] or combination of these methods [14].
Although PET-imaging has been mostly used for a-posteriori
treatment monitoring, in-beam PET imaging during dose delivery
is attractive, because it allows to detect shorter-lived isotopes like
15O (t1/2¼2.0 min), and minimizes washout problems [4].
In this study we present a monitoring procedure of two proton
treatment sessions, by measuring the βþ-activity generated in
plastic phantoms by the proton beam. In particular, we will
demonstrate how our in-beam PET system can provide feedback
already at early stages of the treatment fraction, before full dose is
delivered. The annihilation photons generated by the βþ activity
were acquired using an “ad hoc” developed planar PET system. The
monitoring procedure consisted of the simulation of the expected
3D βþ-activity distribution prior to the treatment delivery, pre-
calculated, and the comparison of the pre-calculated distributions
with the experimental ones. To demonstrate the capabilities of the
proposed monitoring procedure an experimental data taking was
performed at CNAO center in Pavia, Italy, where homogeneous
2 Gy treatment plans were delivered onto plastic phantoms.
2. Methods and materials
2.1. The detection system
We used a dual head planar Positron Emission Tomography
(PET) system called DoPET, developed for the monitoring of
particle treatments. The two stationary opposite heads were the
detecting blocks of the system and had a surface of approximately
1010 cm2 each. Each head was composed of 4 (22) indepen-
dent modules. Each module consisted of an H8500 PMT coupled to
a 2323 LYSO crystal matrix (2 mm pitch) with the readout
performed by custom developed electronics. The two heads could
be positioned at different distances. For the data taking discussed
in this paper the distance was ﬁxed at 20 cm.
Contents lists available at ScienceDirect
journal homepage: www.elsevier.com/locate/nima
Nuclear Instruments and Methods in
Physics Research A
http://dx.doi.org/10.1016/j.nima.2015.03.059
0168-9002/& 2015 CERN for the beneﬁt of the Authors. Published by Elsevier B.V. This is an open access article under the CC BY license
(http://creativecommons.org/licenses/by/4.0/).
n Corresponding author.
E-mail address: valeria.rosso@pi.infn.it (V. Rosso).
Nuclear Instruments and Methods in Physics Research A 786 (2015) 120–126
The Data Acquisition (DAQ) was designed to keep the acquisi-
tion dead time low and to have a relatively narrow coincidence
window (3 ns). Coincidences were performed in AND-gating
mode: each module on one head with all the modules of the
opposite head [15]. More details about the DoPET system and its
experimental results are reported in [16–18].
2.2. Irradiation and phantom characteristics
A Treatment Plan (TP) delivering a uniform dose of 2 Gy to a
333 cm3 Planning Target Volume (PTV) was used for this
paper. The PTV was located centrally in a 887 cm3 Poly-
MethylMethAcrylate (PMMA) phantom in between 3 cm and 6 cm
water equivalent depth. The irradiation was performed at the
Centro Nazionale di Adroterapia Oncologica (CNAO) located in
Pavia, Italy, a synchrotron based facility treating patients since
September 2011 [19]. In Fig. 1, the DoPET system set up on the
treatment couch together with the DAQ boards and the power
supplies are shown.
The CNAO spill structure was characterized by 1 s of irradiation
(in-spill) followed by 4 s of pause (inter-spill), and data were
tagged accordingly. The TP was made using a commercial planning
system (Syngo PT Planning VC12, Siemens). The selected 2 Gy
cubic TP was delivered in 146 s using 17 different proton beam
energies, called iso-energy layers, starting from 62.3 MeV up to
90.8 MeV. No ripple ﬁlter was used during the irradiation.
Fig. 2 shows the number of protons per energy layer and their
temporal delivery. The small peak in Fig. 2 (left) is intrinsic to the
TP. The sequence of energy layers was chosen in such a way that
each energy increment corresponded to a proton range increase
2 mm in water, i.e., 1.7 mm in PMMA depth.
In order to deliver a homogeneous dose to the selected 27 cm3
PTV, the number of protons per layer increased for higher energies,
as reported in Fig. 2 (left). As the proton number increased, the dose
delivery time for more energetic layers increased as well (Fig. 2,
right). More than one third of the total plan delivery time was
necessary to deliver the last two energies layers. The expected proton
range, corresponding to each energy layer, is also reported in Fig. 2
(right): the proton irradiation is performed from the proximal (closer
to the beam entrance surface) to the distal (farther with respect to
the beam entrance surface) target slices.
Two different phantoms were irradiated: a uniform PMMA
phantom, and a PMMA phantom with an air-cavity. Both phan-
toms had a section of 88 cm2 in the transversal direction and
7 cm in the beam direction. The heterogeneous phantom was
obtained from a uniform PMMA block containing a cylindrical air
cavity of 34 mm diameter and 5 mm height starting at a depth of
4 cm from the beam entrance surface.
2.3. Monte Carlo simulations
The proton interactions in PMMA and the calculation of the
induced βþ-activity distribution were performed using the FLUKA
Monte Carlo code [20,21]. Although other MC codes are used in
proton therapy, like GEANT [22,23] and MCNP [24,25], we chose to
use FLUKA, because of prior usage [26] and because FLUKA has been
thoroughly validated for PET studies [3,26,32]. The FLUKA simulation
included the CNAO beam line simulation [26,27,28] and the phantom
geometry. At this stage, neither the detector geometry nor the DAQ
Fig. 1. The DoPET system on the treatment couch at CNAO during the installation
phase. The PMMA phantom is visible in between the two PET heads.
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Fig. 2. The number of proton per layer (left) and the corresponding temporal delivery proﬁle (right) for a 2 Gy homogeneous TP on PMMA phantom. Each dot reported in the
ﬁgure (right) corresponds to the end time of the delivery of each energy layer. The corresponding proton range is also reported on the right vertical axis for energies from
62.3 MeV up to 90.8 MeV.
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characteristics were simulated. The position of the production and
decay of the βþ-emitting isotopes was scored, as well as the isotope
type and decay time.
Dose and activity are arising from different physics processes,
as can be seen from Fig. 3, where the activity proﬁle (red line) and
the dose proﬁle (black), are reported for the 2 Gy TP from Section
2.2, delivered to the homogeneous PMMA phantom. The dose
proﬁle is the convolution of 17 Bragg peaks. The absence of the
ripple ﬁlter during irradiation explains the rippled non-uniform
dose. The entrance surface of the phantoms is located at the
position z¼0. The activity distribution proﬁle in Fig. 3 is the
integral calculated from the beginning of the irradiation up to
3 min, i.e., for an online measurement, here plotted without
separate in-spill and inter-spill phases. Looking at Fig. 3, the
activity proﬁle stops several millimeters before the most distal
Bragg-peak, as the protons, at the end of their path, do not have
sufﬁcient energy anymore to produce βþ-emitting fragments.
2.4. Raw-data processing, reconstruction and 1-D activity proﬁles
Data acquired by the DoPET systemwere stored in a “list mode”
format containing the information of the photon impinging point
and the deposited energy. A Maximum Likelihood Estimation
Maximization (MLEM) LOR based algorithm was implemented to
reconstruct a ﬁeld of view of 101010 cm3 volume segmented
in 1 mm3 voxels.
The reconstruction software used a system response matrix:
the matrix was evaluated using a multi-ray algorithm [29].
Acquired data could be transformed in a 3-D measured activity
distribution in less than 1 min using an 8 core Intel Xeon e5620
@2.4 GHz. To improve the detector uniformity response, a direct
normalization procedure, already described in [17], was performed
before the reconstruction function, using an extended planar
(11110.3 cm3) phantom ﬁlled with a water solution contain-
ing 18F, a βþ-emitter.
From the experimental 3-D reconstructed activity distribution
1-D activity proﬁles were calculated using an analysis platform
based on ROOT. The z-axis was set along the beam direction.
2.5. Monitoring procedure
To verify the correctness of the beam delivery we compared the
expected βþ-activity distributions, calculated with the FLUKA Monte
Carlo code, with the experimental data. The experimental data were
acquired performing an online measurement, summing up “in-spill”
and “inter-spill” phases. However, in the post-processing phase, the
data were divided into frames starting from the beginning of the
acquisition and ending at 30, 60, 90, 120, 150, and 180 s, with 146 s
being the TP planned delivery duration.
The beam direction (z) was a privileged axis due to the
geometrical conﬁguration of the PET system. As already reported
previously [17,30], along this direction the DoPET system has the
capability to detect position variation down to a millimeter.
1-D activity proﬁles, along the beam direction (z axis), were
obtained projecting all the activity annihilation points inside the
selected volume on the z-axis. Only volumes that were symmetric
with respect to the beam direction, like a ﬂattened cylinder with
an elliptic section, were selected, as already described in [31]. The
extension of the considered volume cylinder transversal surface
could be varied, according to the phantom under study.
The choice to consider a discrete volume to calculate the 1-D
proﬁle instead of simply extract a line-proﬁle from the 3-D activity
distribution was done to overcome the limited number of annihi-
lation events detected during the early acquisitions.
3. Results
3.1. Monte Carlo simulation results for the homogeneous phantom
In order to understand the contributions of the various isotopes,
we ﬁrst analyzed the true Monte Carlo activity distributions, result-
ing from the simulation of the 2 Gy TP delivered on the homo-
geneous PMMA phantom. Fig. 4 shows the contributions of the most
abundant βþ-emitters isotopes as obtained with the FLUKA Monte
Carlo simulations for different time intervals, all starting at the
beginning of the irradiation, and including in-spill and inter-spill
contributions.
The ﬁrst 1-D activity proﬁle of Fig. 4 was calculated when less
than one ﬁfth of the total protons of the TP were delivered in the
phantom, that is, after only 30 s from the beginning of the
irradiation. Looking at the proﬁles of Fig. 4 we see how the
activated volume grows with time, following the TP delivery. As
a result, the fall-off shape changes with time: the proﬁles are
calculated from integral measurements starting from the begin-
ning of the irradiation and therefore the contribution to the
activity proﬁle of the ﬁrst volume layers of the PTV is greater
with respect to the contributions of the following layers.
All the proﬁles of Fig. 4 are characterized by long tails, which
are the result of prompt-γ events and other short-lived isotopes
like 8B (t1/2¼770 ms) and 12N (t1/2¼11 ms), which have a relative
strong contribution when considering small time intervals during
irradiation.
The abundance of produced isotopes at different times was
calculated and is reported in Table 1. The associated errors, due to
statistical ﬂuctuations, were evaluated for all isotopes. For time
intervals greater than 30s the errors were equal or less than 0.1%,
while for the ﬁrst interval, Δt¼30 s, the errors were equal or
lower than 0.2%. The prompt-γ events contribution is summed
together with the contribution of other isotopes, and reported in
the column labeled “Other”.
3.2. DoPET system data analysis: Results
The experimental data taking that corresponds to the experi-
mental conﬁguration simulated in Section 2.1, was performed
at CNAO.
To easily compare the experimental with the simulated data, in
Fig. 5 we report the experimental proﬁles (black line), and the
FLUKA 1-D (light brown) activity proﬁles for the corresponding
times. For each time interval, both the MC and experimental data
are normalized to the same area. As no activity is expected before
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Fig. 3. Dose and activity proﬁles simulated by FLUKA for a 2 Gy uniform TP
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the irradiated phantom, the data with z lower than zero were
discarded for the normalization. The agreement between experi-
mental and simulated data was satisfactory.
The shape of the 1-D activity proﬁles appears distorted with respect
to the simulated proﬁles. Several effects explain the difference. First, as
already reported in [31], the difference in shape of the 1-D activity
proﬁles is due to the fact that the DoPET system has a limited angular
coverage while the Monte Carlo proﬁles are the result of a total
coverage angle simulation. Second, the effective time delivery of the
energy layers of the TP is not precisely known. As discussed before, in
the proposed procedure we compare pre-calculated Monte Carlo proﬁle
with the experimental proﬁles, and small variations in the TP delivery
time or beam intensity may inﬂuence the experimental 1-D activity
proﬁles. In Fig. 5 the mismatch is more evident at earlier times (Δt¼30
and 60 s) and less visible for the last acquisitions. Third, the experi-
mental 1-D activity proﬁle data present a bump before z¼0, so outside
the activated volume, and a tail with somewhat different amplitude
with respect to the Monte Carlo proﬁles. This is being investigated, and
we expect that it will be less evident with bigger detectors.
Despite the differences in shape, the distal fall-off position of the
measured 1-D activity proﬁles matched very well the Monte Carlo
expectations, especially at higher acquisition times. The experimental
acquisition at t¼30 s was very challenging due to the very low
statistics: in fact the ﬁrst histogram of Fig. 5 has a very limited
number of counts per bin, and the statistical ﬂuctuations, evaluated
as the square root of the number of counts with respect to the total
counts per pixels is up to 20% for the smallest statistics bins. This
uncertainty decreases for longer acquisitions where the statistical
error is of the order of few %.
3.3. Monte Carlo and DoPET data comparison for a homogeneous
phantom
For the different time-intervals we compared the activity
proﬁle width at 50%, ΔW50%, between expected and experimental
data, as was done in previous works [32–34]. Here ΔW50% was
deﬁned as the distance along the beam direction between the
position of the activity proximal rise at 50% of the associated local
maximum, and the position of the activity distal fall-off at 50% of
the associated local maximum. As a visual guide for the calculation
of the ΔW50% in all histograms of Fig. 5 the 50% activity rise
position and the local maximum points are reported in red;
likewise the 50% activity fall-off position and maximum are
reported in blue (in top left and top right plot the red and blue
vertical lines of the local maximum positions overlap).
The ΔW50% at different times (30, 60, 90, 120, 150 and 180 s
after the beginning of the irradiation) was calculated from the
histograms reported in Figs. 4 and 5 and is shown in Fig. 6. The
error bars reported in Fig. 6 represent only the statistical ﬂuctua-
tions of the activity proﬁles bin data, evaluated as reported in [35].
The errors are roughly 0.1% and are visible only for earlier
acquisitions where the statistics are low and the effect of ﬂuctua-
tions are more relevant.
Fig. 6 shows that the agreement between the experimental
data, black circles, and the Monte Carlo predictions, red squares, is
good. Even at small times, the DoPET system could detect varia-
tions of the ΔW50% value. The system characteristics are such that
a real-time response on the activity width during data-acquisition
is possible, even before full dose was delivered.
3.4. Monte Carlo and DoPET data comparison for a heterogeneous
phantom
In order to understand the feedback of the system for a non-
homogeneous phantom, a PMMA phantom with an air-cavity was
Table 1
Percentage of the produced isotopes relative to the proﬁles reported in Fig. 4. The
proﬁles are relative to a uniform 2 Gy TP (see Fig. 2 for details) delivered on a
PMMA phantom.
Time [s] 15O (%) 11C (%) 10C (%) 8B (%) 14O (%) Other (%)
30 27.0 8.6 7.6 18.3 0.7 37.7
60 34.4 11.8 9.6 14.7 1.0 28.5
90 38.4 13.9 9.7 12.6 1.1 24.3
120 40.4 15.0 9.7 11.7 1.2 22.0
150 44.1 17.1 9.7 9.4 1.4 18.4
180 47.1 19.3 8.8 7.6 1.4 15.7
z [cm]
0 2 4 6 8
# 
an
ni
hi
la
tio
ns
0
100
200
300
400
500
t<30
All
O15
C11
C10
B8
O14
Others
z [cm]
0 2 4 6 8
# 
an
ni
hi
la
tio
ns
0
200
400
600
800
1000
1200
1400
1600
1800
t<60
All
O15
C11
C10
B8
O14
Others
z [cm]
0 2 4 6 8
# 
an
ni
hi
la
tio
ns
0
500
1000
1500
2000
2500
3000
t<90
All
O15
C11
C10
B8
O14
Others
z [cm]
0 2 4 6 8
# 
an
ni
hi
la
tio
ns
0
1000
2000
3000
4000
5000
All
O15
C11
C10
B8
O14
Others
t<120
z [cm]
0 2 4 6 8
# 
an
ni
hi
la
tio
ns
0
1000
2000
3000
4000
5000
6000
7000
8000 All
O15
C11
C10
B8
O14
Others
t<150
z [cm]
0 2 4 6 8
# 
an
ni
hi
la
tio
ns
0
2000
4000
6000
8000
10000 All
O15
C11
C10
B8
O14
Others
t<180
Fig. 4. Monte Carlo 1-D activity proﬁles along the beam direction during the delivery of the 2 Gy uniform TP, at 30, 60, 90, 120, 150 and 180 s from the beginning of the
irradiation. The produced isotopes and their percentage are reported in different colors. In the histograms the abundance of each isotope is proportional to the corresponding
colored area. The homogeneous PMMA phantom starts at z¼0.
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irradiated at CNAO with the same TP as described in 2.2. In Fig. 7
the 1-D activity proﬁle histograms at different times for the Monte
Carlo simulations, in light brown, and for the obtained experi-
mental 1-D activity proﬁles, black line, are reported; the Monte
Carlo proﬁles were normalized so that the two proﬁles have the
same area, hereby again discarding the data for z lower than zero
as done in Fig. 5.
The presence of the air cavity in the phantom caused a beam
overshoot, represented by an extended proﬁle tail, visible in both
the Monte Carlo simulation and in the experimental 1-D activity
proﬁles. In the Monte Carlo proﬁles the local decrease is more
pronounced than in data, mostly due to the limited solid angle
coverage of the experimental system and associated experimental
resolution, as was mentioned in Section 3.2.
It must be noted that the air-cavity was located deep inside the
phantom (at 4 cm), and the beam reached it only after 40 s from
the beginning of the TP delivery, as can be seen from Fig. 2 (right).
As a consequence, the air-cavity presence becomes visible only in
the last 3 plots of Fig. 7. It must be noted that the selected volume
for the proﬁles in Fig. 7 is smaller than that in Fig. 5 in order to
better highlight the presence of the air-cavity, and as a conse-
quence the number of detected annihilations is smaller than that
reported in Fig. 5.
In terms of detectability, the position of the air-cavity, being
located along the fall-off zone, was challenging for the system, but
still successful.
In this case the activity width (ΔW50%), was not a good
parameter as the air-cavity is located after the 50% of the distal
fall-off, as shown in Fig. 7.
4. Discussion
In this study we described a procedure for the monitoring of
proton therapy that is based on a comparison of the measured and
pre-calculated βþ-activity proﬁles. In particular, we performed the
comparison at 30, 60, 90, 120, 150 and 180 s from the beginning of
the delivery of a 2 Gy uniform TP to demonstrate that the
monitoring is possible also at early phases. The Δt¼30 s is the
earliest time at which the DoPET system was able to measure the
1-D activity proﬁle (see Figs. 5 and 7), even if the number of
protons was limited and represented only a small fraction of the
total TP proton number (see Fig. 2 left).
The presented procedure allows monitoring the TP delivery
following the activation of the irradiated volume and permits to
localize changes, if any, along the protons path (see Fig. 7). These
results indicate that the PET technique can be used to check the
treatment in hypo-fractional dose scheme using only a fraction of
the planned dose. For this application it could be advisable to start
the treatment with protons belonging to the most energetic
energy layers, not only because in this way the entire volume
covered by the treatment can be monitored, but also because the
higher energetic spots contain more protons.
By comparing the experimental data with the Monte Carlo
simulations we have the evidence that the DoPET system is partially
paralyzed during the spill delivery and loses a fraction of the in-spill
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events. We veriﬁed, both experimentally and by Monte Carlo simula-
tions, that this problem is more evident when the used accelerator is a
synchrotron as opposed to a cyclotron [18,31].
5. Conclusions
Comparing the 1-D activity proﬁles measured by the DoPET
system with the one pre-calculated using the FLUKA MC code, we
applied a real-time TP monitoring procedure in proton therapy.
We demonstrated that the DoPET system was able to provide a
reliable feedback also at very early phases of the treatment, much
before the full dose was delivered.
The proposed real-time monitoring modality does not increase
the occupancy of the treatment room, is less affected by washout
phenomena and detects also small anomalies, like a small air
cavity, giving a real-time feedback.
A new prototype with an extended area of 1515 cm2 is currently
under construction, which will be able to monitor anatomic phan-
toms with larger irradiated volumes. It will be tested in the near
future.
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